W

hen selecting your door, not only is its
external appearance very important, but

also the internal characteristics often disguised
under a similar exterior. The main features and
technical characteristics of the door are established
in special laboratories. Here, while the analysis of
basic security characteristics is important, the entire
manufacturing control system ensures that once
established, the features will be available in every
product.
During years of experience and operation, our
Company has carried out a large number of tests,
mastered the subtleties of door structure, and turned
our door into a perfect shield to reliably protect your
home – your fortress.

Advanced equipment, stringent manufacturing
control and continuous quality control allows
us to offer you products featuring the best
characteristics.

www.door.lt
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Our Door Set Models

F

ocused on meeting all the expectations of our
customers, we propose several door set models,
and believe that you will be able to easily select the
solution most suitable for your home. Focused on
meeting all the expectations of our customers, we
propose several door set models, and believe that you
will be able to easily select the solution most suitable
for your home. PROTECTIVE BURGLARY DOORS:
the SKYDAS PREMIUM, SKYDAS STANDARD 3,
and SKYDAS STANDARD 2, which meet the highest
European standards, will reliably protect your homes
not only against burglary, but also against fire and
the surrounding noise of your environment. Every-

one looking for a reliable entrance door will
certainly be satisfied with our SKYDAS 2000
which is especially adapted for outdoor conditions. The durable structure of their flexed
metal will prevent these doors from warping,
and professional insulation will maintain the
heat in your house. Meanwhile, the universal
SKYDAS STANDARD model is perfectly suited
for budget-minded people looking for durable outdoor or indoor solutions. For auxiliary
premises we offer the SKYDAS METAL metal
door, which can also be used for fire protection
applications.

DOOR RESISTANCE-PROOF CLASSES ACCORDING TO THE ENV 1627 STANDARD
Class WK

Burglary type

Use

1

Basic protection against burglary by the use of physical force.

2

Occasional burglar uses simple tools.

3

Burglar additionally uses heavy duty tools.

4

Experienced burglar additionally using electric saws and power
drilling tools.

5

Experienced burglar additionally using power cutting and heavyduty drilling tools.

-------------------------------------------------

6

Experienced burglar additionally using power cutting and heavyduty drilling tools.

-------------------------------------------------

------------------------------------------------Increased protection for normal housing security.
High level of housing protection, in view of the elevated
risk of burglary.
Extra high level of housing protection, in view of the high
risk of burglary.

I

n always striving to be sure about the quality of our products, we continuously analyse them in scientific research laboratories.
We usually test our doors in one of the most
famous IFT ROSENHEIM testing laboratory in
Germany.
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45 dB

EI 45
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SKYDAS PREMIUM
5

T

he SKYDAS PREMIUM is a very high quality
door set whose structure features extra
rigidity and resistance. Folowing the tests carried
out in the most famous IFT ROSENHEIM
testing laboratory, the SKYDAS PREMIUM
door was certified to a high level – 4th burglar
security class WK4 (according to the ENV 1627
standart), with a sound insulation level of 45 dB
Rw (C;Ctr), and fire resistance of EI45.
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RELIABLE TRIPLE PROTECTION!
5

Structural features of resistance:

1. The lock is protected by 2 plates of drilling-resistant

7. Double thermal insulation of the sheet: a 3 cm layer

manganese.
The bodies of the main and additional lock are
installed in a protective steel box.
High-security hinges (with height adjustment
mechanisms).
On the hinge side, there are eight locking points
(pins) of 16 mm diameter.
On the lock side, there are six locking points and
an additional 2 pairs directed upwards and
downwards.
The door panel consists of a combined structure:
grading, sheet and again grading, so if the external
grating has been damaged, the door is still protected
with the sheet and internal grating.

of pressurised stone wool on both sides of the sheet.
It provides excellent noise and thermal insulation for
the door.
8. The entire ultra strong structure of the door is covered
by finish boards whose colour and design can be
customised.
9. The lock pins are protected against damage not by
a sheet, but by the 15 mm flexed profile of the door
case.
10. The casing is fastened in the door opening by 17
shafts protected with 24 mm steel liners.

2.
3.
4.
5.
6.
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Performance advantages:
t Adjustable hinges with support bearings.
t Adjustable casing position in the door opening.
t Locks can be replaced without disassembling the door.
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SKYDAS STANDARD 3

T

he SKYDAS STANDARD 3 is a door
designed to protect against burglary by the
use of heavy duty burglary tools. These doors
are recommended both for apartments and
houses that face an increased risk of burglary.
This is a good protection not only against
burglary, but also against noise and cold.
Doors may be coated with various decorative
panels (MDF, UMIDAX, veneer, natural wood,
or laminated wood particle board).

Rating of sound insulation

41 dB Rw (C;Ctr)

Rating of thermal transmittance

1.3 W (m2-K)

Identification of burglar resistance

ENV 1627
WK3 class 3

Resistance to repeated opening and closing

Class 5

Identification of resistance to wind load

Class C5

Measurements of air permeability

Class 4

Identification of water tightness

Class 6A

Identification of mechanical strength and rigidity

Class 4
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This product’s tests were carried out in the prestigious
German IFT Rosenheim scientific research laboratory,
which meets the highest European standards.
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SKYDAS STANDARD 2

F

rom the first glance, a SKYDAS STANDARD 2
has no differences from an ordinary reinforced
SKYDAS STANDARD door but all its power lies inside
– in the door structure. The price of this door is not
significantly higher than the standard reinforced
door, but it protects against both burglary and
fire. At IFT ROSENHEIM, they were certified as the
second safety class. The tests performed indicated
that the SKYDAS STANDARD 2 protects against
fire for as much as 45 minutes, and withstands
a temperature of 1000 °C. It is especially relevant
in multi-apartment houses where fire may
spread from the neighbouring compartments. In

Rating of sound insulation

addition, this door provides excellent protection
against smoke. The SKYDAS STANDARD 2
door is most often installed in apartments, but
it is perfectly suitable for outdoor conditions, by
using a finish with impregnated UMIDAX-HLS
board, and galvanised metal structure.

41 dB Rw (C;Ctr)

Rating of thermal transmittance

1.3 W (m2-K)

Identification of burglar resistance

ENV 1627
WK2 class 2

Resistance to repeated opening and closing

Class 5

Identification of resistance to wind load

Class C5

Measurements of air permeability

Class 4

Identification of water tightness
Identification of fire resistance
Identification of mechanical strength and rigidity
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Class 6A
EI 45
Class 4
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SKYDAS STANDARD

T

his is a versatile and cost effective SKYDAS
door model. These doors include a durable
formed metal structure, with good sound and
heat insulation that is suitable both for individual
houses and apartments. It may be customized,
as well as single or double, and fireproof (EI 30/
EI 45). These doors may be coated with various
decorative panels (MDF, UMIDAX, veneer, natural
wood, or laminated wood particle board).

Rating of sound insulation
Rating of thermal transmittance

41 dB Rw (C;Ctr)
1.3 W (m2-K)

Resistance to repeated opening and closing

Class 5

Identification of resistance to wind load

Class C5

Measurements of air permeability

Class 4

Identification of water tightness
Identification of mechanical strength and rigidity
Identification of fire resistance
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Class 6A
Class 4
EI 30/ EI45

SKYDAS 2000

T

he SKYDAS 2000 is a door designed
especially for outdoor conditions. They are
perfectly suited for private houses, cottages
or apartments. Their finish features a high
quality impregnated UMIDAX-HLS board
which remains resistant to humidity even
after mechanical damage, and the highquality paint does not discolour after many
years. The door casing and the metal structure
of the panel edges are also covered with this
board. It is a combination of metal and wood
where metal insures strength, and wood –
non-permeability to cold.

Rating of sound insulation

Rating of thermal transmittance

In addition, the SKYDAS 2000 has very high
characteristics of noise and heat insulation.
The SKYDAS 2000 as a standard is available
as a single or double.

42 dB Rw (C;Ctr)

1.2 W (m2-K)

Resistance to repeated opening and closing

Class 5

Identification of resistance to wind load

Class C5

Measurements of air permeability

Class 3

Identification of water tightness

Identification of mechanical strength and rigidity

Class 6A

Class 4
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SKYDAS STANDARD PLIUS

T

he SKYDAS STANDARD PLIUS is the
improved version of the SKYDAS STANDARD
door specially developed for noisy staircase
applications, in the vicinity of elevators, etc. The
door panel itself is visually much thicker (126
mm) and features an extremely high rating
of noise insulation Rw = 44 dB Rw (C;Ctr),

therefore it will secure you against all outdoor
noise and ensure your peace at home. These
doors may be coated with various decorative
panels (MDF, UMIDAX-HLS, veneer, natural
wood, or laminated wood particle board).

Rating of sound insulation

Rating of thermal transmittance

44 dB Rw (C;Ctr)

1.1 W (m2-K)

Resistance to repeated opening and closing

Class 5

Identification of resistance to wind load

Class C5

SKYDAS METAL

Measurements of air permeability

Class 4

Identification of water tightness

Class 6A

Identification of mechanical strength and rigidity

Class 4

T

he SKYDAS METAL is a door with a metal panel for industrial
applications, warehouses, electric cabinets, staircases, but can
be also used in private houses. Upon an additional installation of
fire resistant inserts and other fire resistant components, this door
can also meet the standards of a fire resistant door (E 60, EI 45). The
external and internal finish of the panel is a powder coated steel
sheet. You can select a desired colour for the door (RAL pallet), so it
will not contrast with the interior of your home.
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The additional unique security unit

I

n the pursuit of increased door safety, we
developed and patented (2002) a door protection
unit enabling safe opening of the door, and
protecting against undesirable intrusion.
There are many door protection units in the world
enabling safe and secure entrance. One of the most
popular is the door chain with one end fastened
to the door panel and another to the casing. But
these chain type door protection units or latches are
visible and easily accessible from the outside. When
the door is slightly open, there may be attempts of
cutting such a chain, or otherwise overcoming such
an obvious protection. In addition, the arrangements
of these similar structures are detrimental to the
appearance of the door.

Taking into consideration these defects, we developed
a more advanced device for protection. Our door
protection unit is installed in the internal cavity
of the door panel, therefore it is invisible. The door
panel is connected with the casing not by a chain
but with metal bars sliding into respective openings
in the bottom and top of the casing. It significantly
increases the door resistance against external forces,
and in cases where there are attempts of forced door
opening. The tests of breaking the door protection
unit carried out in the laboratory of building
structures and materials demonstrated that the
deformation of metal bars only begins when the
continuous load at the locks exceeds 530 kg.

Manufacturing process of metal structures

I

n order to make a quality metal structure, you will
need computer equipment and knowledge
Our programmable machinery cuts steel sheet
with a precision of 0.1 mm. When steel sheet is
processed with such precision, the high quality of
door components is maintained. A programmable
bending press developing a force of 130 tonnes
precisely bends the steel door components. A
programmable point-welding unit preventing the
deformation of structure perfectly performs even
during the welding of 6 mm sheet.

All metal door structures are powder coated with
paint developed for extra long protection of the
metal surface, and decoration. Pre-electrified dry
paint powder is sprayed on the product, therefore
it perfectly coats the surface, and reliably stays on
it. Afterwards, the door is transported to an oven
where the powder melts at a temperature of 180200°C and forms a high-quality coating on the
surface. The coating is ideally uniform and is much
more durable in comparison to ordinary painting.
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Possibilities for painting the metal door
casing and panel

Note: the provided colours may not match the original colours of the RAL catalogue, so when selecting a colour, please refer to the
original RAL catalogue.

Door finish

A

great number of high requirements are
applied for an entrance door, but in addition
to resistance and safety guarantee, we always
want the door to be aesthetically appealing, and
maintain a good appearance even after many
years. In concentrating on the highest quality,
we use water resistant UMIDAX-HLS fibreboard
for the decoration of an entrance door. We
additionally impregnate the fibreboard. The
board remains protected against humidity even

after mechanical damage, and the colour of
the high-quality paint does not discolour after
many years.
Another decoration option is an extremely wide
selection of door millings and carvings. After
selecting the desired carving and the RAL pallet
colour best fitting for you, you will easily integrate
the door with your home environment, turning
them into an impressive and stylish accent.

Door milling possibilities
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Door decoration UMIDAX-HLS painting

Note: the provided colours may not match the original colours of the RAL catalogue, so when
selecting the colour, please refer to the original RAL catalogue.

Available PVC film colours

Modern 1

Modern 2

Modern 3

Note: the provided colours may not match the original colours of the PVC catalogue, so when selecting the colour, please refer to
the original PVC catalogue.

20

We offer the following door carvings
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Note: bespoke orders are available.
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All copyrights belong to UAB "PLIENINIS SKYDAS". It is strictly prohibited to reproduce the text and graphical information in this booklet without the permission of "PLIENINIS SKYDAS" in any
form or manner, or to issue, publicize, translate, adapt or otherwise process information, or to distribute the original or its copies by way of sale, lease, lending or other transfer of ownership or
management.

UAB Plieninis Skydas
Sales Department
Kalvariju st. 77, Vilnius, Lithuania
Tel. +370 5 2326647
Fax +370 5 2325741
e-mail info@door.lt;
marketing@door.lt
www.door.lt

